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This document describes how to run JSUeNode, the Access Grid Node (AGN) located in 
the Visualization Laboratory within the Trent Lott Geospatial and Visualization Research 
Center, Mississippi e-center @ JSU.   

1. Get to know the hardware components  

  

The computing equipment is comprised of 4 computers. From Left to right: 
Display Computer: jsudisplay.jsums.edu (Channel 1) 
Control Computer: jsucontrol.jsums.edu (Channel 2) 
Audio Capture Computer: jsuaudio.jsums.edu (Channel 3) 
Video Capture Computer: jsuvideo.jsums.edu (Channel 4) 

A Belkin Omniview Matrix 2x8 KVM switch allows control of two of the computers at 
once from a dual console. For instance, to access the Video Capture Computer (Channel 
4) on the left console and the Control Computer (Channel 2) on the right console: 

1. For Bank A, press button 4 
2. For Bank B, press button 2 

A red LED above the button indicates the selected channel on each bank. 

    

Dual Console

 

Table rack 
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The media equipment includes: 
Sony EVI-D30 video cameras: 

 

o Camera 1 and Camera 2 (wall mounted) 
o Camera 2 (on tripod) 
o Camera Remote control  

Speakers: Genelec 1029A Bi-Amplified Monitoring Systems  

   

AKG UHF wireless system: 
o 3 handheld microphones 

 

o 1 pocket transmitter with lapel microphone 

 

o 4 stationary receivers   

Gentner AP800 echo canceller 
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MM100 level and Impedance Match Maker (located inside the table rack)  

 
Furman power conditioner for the audio equipment      

Some of the previously listed pieces of hardware are placed within a table rack as 
shown in the figure below:     


